**PERFORMANCE FEATURES AND BENEFITS**

“EXCELLA” incorporates the latest state-of-the-art technology to provide long-lasting exterior performance even in the most extreme tropical conditions of India. It’s unique advanced anti-algal chemistry ensures that exterior walls are provided with power-packed resistance against algae and fungi growth. It has very good dirt pick up resistance and dirt cleaning properties.

**PACK SIZE AVAILABILITY:** 1 Ltr, 4 Ltr, 10 Ltr, 20 Ltr
**BASE & SHADE RANGES:** - Brillant White & Light Base

---

**APPLICATION**

- Ensure that fresh walls are coated with one to two coats of CEMULSION 2-IN-1 PRIMER.
- Apply a coat of Truecoat ALKALI BLOCK Cement Primer.
- Apply 2 coats of CEMULSION 2-IN-1 PUTTY, if required.
- Apply another coat of Truecoat ALKALI BLOCK Cement Primer.
- Then apply 2 coats of “EXCELLA”, with 30% dilution in water.
- Keep an interval of 4 to 6 hours between subsequent coats.
- Do not apply when the humidity is very high.

---

**TECHNICAL DATA**

<table>
<thead>
<tr>
<th>A) COVERAGE*</th>
<th>B) DRYING TIME</th>
<th>C) GLOSS LEVELS/SHEEN LEVELS</th>
<th>D) FLASH POINT (IS 1031/1987, PART 1, SEC 6)</th>
<th>E) STABILITY OF THINNED PAINT</th>
<th>F) SHELF-LIFE</th>
</tr>
</thead>
<tbody>
<tr>
<td>On smooth primed masonry surface by brushing 2 coats: 60-80 sq.ft./Ltr</td>
<td>Surface dry time: ≥ 45 minutes</td>
<td>3-12 units at 60° glass head</td>
<td>NA</td>
<td>Use within 24 hrs</td>
<td>3 years from date of manufacture in original tightly closed containers, away from direct sunlight and excessive heat</td>
</tr>
</tbody>
</table>

*Conditions Apply.

---

Factory & Corporate Office: TRUE COAT PAINTS PVT. LTD.
IV/14-B, Kaninad PO, Pathencruz, Kochi.
93884 73093, 79028 65555 | sales@truecoatpaints.com | www.truecoatpaints.com